TECHNICAL SPECIFICATIONS

EasyBender'G6 PRO " SDS

The premier model for all your Broaching,
Nicking, and Perforating needs.

The EasyBender G6 PRO is our premier model,
and now comes standard with Broaching,
Nicking units, and Perforating modules. Its
overall working capacity has been extremely
upgraded, with increased speeds of up to

90%, compared to our previous model, the
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EasyBender NS2 Plus. This new unit was given a

-

complete overhaul, which includes a new look,
new software, new hardware, and all the same

reliable features you've come to expect from Y Up to 90% faster than before

our EasyBender line of products. &Y Cut First/Bend Last and Bend First/Cut
Last features

Y Bend 1 to 100 pieces with confidence

Y Auto Height-Adjustable End Cut &
Perf Modules

Y Configured to process 2pt, 3pt & 4pt
in thickness

Call us at (720) 917-9214 or &Y Reduced changeover time
Visit die.sdsautomation.com

ADDITIONAL BENEFITS — ONLY FROM SDS AUTOMATION

Lifetime Software Updates 2-Year Parts & Labor Warranty Lifetime Technical Support




TECHNICAL SPECIFICATIONS

With new operating software, the EasyBender G6 PRO
is now able to provide a seamless user experience with
an intuitive ease-of-use graphical interface. Helper
tools have been added to reduce the time needed to
keep your EasyBender in complete calibration and

can be accomplished in just a few short minutes. It
also includes improved GUI Bending Simulation &

Adjustment, Same Shape Recognition, and much more.

With the new Bending Module design, you'll no longer
have to waste valuable time removing the top bending
gear to change your machine’s cutting rule height and
thickness. In fact, this newly configured unit can reduce
your change-over time by nearly half, adding valuable

production capacity to your entire team.

Q) SDS

AUTOMATION

The fully automatic height-adjustable End Cut and
Perforation tool modules come standard on the
EasyBender G6 PRO. The software adjusts the height of
the tools in accordance with the rule height with speed
and accuracy. It covers rule heights from 23.3mm

to 31.75mm, allowing die makers to maximize their
productivity with improved efficiency and quality.

The price of a fully equipped EasyBender G6 PRO
includes set-up, installation, and on-site training at your
facility. Additionally, two years of software updates,
lifetime phone and remote technical support from a
U.S.-based certified technician, and a two-year parts
and labor warranty are included.

TECHNICAL SPECIFICATIONS

UTILITY INPUTS Electrical 220VAC, 15A, 50/60Hz, 1P
Max Peak Current 13A, 3kW
Average Current 4A, 920W
DATA CONNECTION Networking Ethernet (Recommended) or WIFI
RULE SPECIFICATIONS Height 23.3mm - 31.75mm (.917" - 1.25")
Thickness 2pt, 3pt, 4pt
DIMENSIONS Machine Footprint 70" x 66" x 69"
BENDING Rule 2pt, 3pt, 4pt
Maximum Bend Angle 125°,120°, 115°
Shortest Distance from Start to Sharp Bend 2mm, 3mm, 4mm
Shortest Distance from End to Sharp Bend 4mm, 8mm, 10mm
CUTTING Perforation Maximum width 7mm (.28")
Fully Automatic Height Adjustable Maximum height 5mm (.2")
Notching Minimum 2pt, 3pt, 4pt
Maximum 7mm (.28")
WEIGHT Operating Weight 1,235lbs (560kg)

EasyBender Series - The World's Best Steel Rule Processing Solutions
Call us at 720-917-9214 or visit die.sdsautomation.com



